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GD112MS 025 mm
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RECOMMENDED CV DRIVERS Scatola da incasso
" AT24 P67 SERIE
180° 0| 45 1459
270" 90°
L
LED
1x1W cd/klm
GD1IWW45  SS  POWERLEDCREE  1xIW  24VDC  bExcuded  140m  78Im 300K 80 45° go5mm 0,07k
GDT1INWA5  SS  POWERLEDCREE  1xIW  24VDC  [Dxcluded  155Im  83Im 400K 80 45° g5mm 007k
GD12WW45  SS POWERLEDCREE  1xIW  24VDC  bExcuded  140m  78Im 300K 80 45° go5mm 0,08k
GD12NW45  SS  POWERLEDCREE  1xIW  24VDC  Bxcuded  155Im  83Im 400K 80 45° go5mm 0,08k
GD13 GD14 GD13/14 RECESSED BOX
FINISHING AVAILABLE FINISHING AVAILABLE
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Recessed box
Doza de incastrare
Scatola da incasso
GD13WW45 SS POWER LED CREE 1x3W  24VDC Excluded ~ 210Im 1231m 3000K 80 45° (38 mm 0,21kg
GD13NW45 SS POWER LED CREE 1x3W  24VDC Excluded ~ 240Im 1311m 4000K 80 45° (038 mm 0,21kg
GD14WW45 SS POWER LED CREE 1x3W  24VDC Excluded  2101m 123 Im 3000K 80 45° (38 mm 0,22 kg
GD14NW45 SS POWER LED CREE 1x3W  24vVDC Excluded ~ 2401m 1311m 4000K 80 45° (38 mm 0,22 kg
GD13WW/NWAS = GD13/14 LENS
GD1AWW/NWAS =
Imax 1613 cd/klm | 90° 90° """:.—-—-:'-—-" . 2
RECOMMENDED CV DRIVERS 3 &
AT24 1P67 SERIE GD134LN15 15°
o ol e 15 Dispersion lens of PMMA, with opening angle of 15°, for light fittings
= GD13WW/NW or GD14WW/NW.
1%3W 2000 cd/kim Lentild de dlispersie din PMIMA, cu deschidere unghiulara de 15° pentru

compurile de iluminat GD13WW/NW sau GDT4WW/NW.
Lente di dispersione in PMMA, con angolo da 15°, per apparecchi
GD13WW/NW 0 GD14WW/NW.
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