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CAT. N° 7 520 32

LIGHTING+TIME DELAY VENTILATION SWITCH+NEUTRAL 
VALENA IN'MATIC -10 AX-250 V~

Pack (number of units) 1

Volume (dm³) 0,547

Weight (g) 111,00

Product characteristics General characteristics

Switches 10 AX - 250 V~

Lighting + time delay ventilation switch, with neutral
▪ Screw terminals

▪ For switching on a fan (extractor) and a light

▪ When the light is switched off, the fan continues for a period which can 
be set between 25 s and 15 min

▪ Lighting power:

▪ ELV halogen with ferromagnetic or electronic transformer: 250 VA

▪ 230 V halogen and incandescent: 250 W

▪ Fluorescent tubes with ballast: 100 VA

▪ Fan power: 250 VA

▪ The switch incorporates a LED for the illumination function (locator)

Valena™ IN’MATIC mechanisms - switches
▪ Valena In'Matic mechanisms are supplied with metal support, 
for claw or screw mounting

▪ Supplied with mounted dust protection transparent shield

▪ To be equipped with Valena Life or Valena Allure cover plates 
and plates

▪ Packaged in boxes

Documentation

Catalogue pages & additional information 
▪ Description page (p.494)  

▪ Selection chart (p.508)  

▪ Selection chart (p.512)  

Installation instructions & related documents 
▪ LE07428AA  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price  Basis : beforetax price list, May 2018

The information given in this ecatalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The ecatalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.
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