
WALL LAMP • APLICĂ

Type Code Finishing

 

9622   MWH

9054   DG

9055   DB

LED type Input voltage Power
Luminous Flux
Source/system CCT CRI

SMD LED OSRAM, 24 pcs. 220-240V 12W 1524/756 lm  3000K 80

Dimension Photometry
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Imax 57 cd/klm 
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WALL LAMP • APLICĂ

Type Code Finishing

 

9620   MWH
9052   DG
9053   DB

LED type Input voltage Power
Luminous Flux
Source/system CCT CRI

SMD LED OSRAM, 36 pcs. 220-240V 6W 750/372 lm  3000K 80

Dimension Photometry
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POCKET
9620/9052/9053

Imax 51 cd/klm 
 

LED 6W
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Kültéri fali lámpák, SMD LED-el szerelve, direkt/
indirekt fényszórású. Nyomás alatt öntött alumínium 
test elektrosztatikus mezőben festett matt fehér, 
ssötét szürke vagy sötétbarna, szatin üveg diszperzór.

Серия екстериорни аплици, оборудвани с SMD 
LED-ове, с пряко/непряко светлинно разсейване.  
Тяло от алуминий, лят под налягане, боядисан в 
електростатично поле в цветови варианти бял 
мат, тъмно сиво или тъмно кафяво, сатениран 
стъклен разсейвател.

Séria vonkajších nástenných svietidiel, vybavených 
SMD LED s priamy alebo nepriamym svietením.  
Hliníková zliatina matnej bielej, tmavo šedej alebo 
tmavohnedej farby, saténový sklenený difúzor.
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